LC Connectors
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@ Optimum optical performance
through Adamant high quality ferrules

@ Wide selection of ferrule specifications

@ Small form factor and high density
applications

@®Tunable

®Ferrule inspection data sheet supplied
with all shipments

¥t/ Specifications )

MIEC 61754-20: Type LC connector|Z#E#L

M Telcordia GR-326-CORE# s

WEA771/% : SM(9/125) .MM (50/125, 62.5/125)

WiE AL =0.1dB (SM), =0.1dB (MM)

B4R FEE" : =55dB (SM), =70dB (APC), =30dB (MM)
WENEREEE : —40C~+85C

WBELRTEM: <0.3dB (—40°C~+85C)

W#2V)ELEME: =0.2dB (500[E])
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MBased on IEC 61754-20: Type LC connector = iER
M Telcordia GR-326-CORE tested Plug Variants
WFiber types : SM (9/125) , MM (50/125, 62.5/125) 0380:LC-BTW (SM)
0603:LC-BTW (APC)
Minsertion Loss* : <0.1dB (SM) , <0.1dB (MM) 0381:LC-BTW (MM)
BMReturn Loss* : >55dB (SM) , >70dB (APC) , 230dB (MM) 0382:LC-Jumper§SM> )
. o o 0604 : LC-Jumper (APC
M Operation Temperature : —40C~+85C 0383 : LC-Jumper (MM)
M Temperature Stability: <0.3dB (—40C~+85C) 0868:LC-$3.0 (SM)
. G ) 0870:LC-$3.0 (APC)
M Mating Durability: <0.2dB (500times) 0869:LC-$3.0 (MM)
M Housing Color : Blue (PC,SM), Green (APC), Beige (MM) 0704 : LC-Duplex BTW (SM)

*Tested against Master Connector

0871

BIfT : IUX—NIL
Dimension : Millimeters

\ﬂEH/AppearanceD

0762:
0705:
0384:
0763
0385:

LC-Duplex BTW (APC)
LC-Duplex BTW (MM)
LC-Duplex Jumper (SM)
LC-Duplex Jumper (APC)
LC-Duplex Jumper (MM)

:LC-Duplex 3.0 (SM)
0873:
0872:

LC-Duplex 3.0 (APC)
LC-Duplex $3.0 (MM)

Duplex Jumper Multi-Piece Kit (Standard Clip)
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Ferrule Concentricity

_7t—5—21—F/Ordering Codes)
ACcL-U0O0H-000g00-0-0g0-0

TTIL—IVRE
Ferrule Inside Diameter

05:0.5m(SM) 250

10:1.0#m(SM) 255:
14:1.4 um(SM) 260:
60:6.0 um (MM) 270:

T—YH5—($2.0.43.0mm)
Boot Color

: $0.1250mm (SM)

$0.1255mm (SM)
$0.1260mm (SM,MM)
$0.1270mm (MM)

T390 7
Plug Clip Style

Configuration

P: 77T
One-Piece
Pre-Assembled

K:Zyh
Multi-Piece Kit

1:Blue 4:Red
2:White 5:Green
(Standard) 6:Yellow

3:Black 0: Other Color

e

23
Edge Surface Diameter

0: Simplex or No Clip

: Standard Clip (Irremovable,Color:Blue)
: Standard Clip (Irremovable,Color:Green)
:Standard Clip (Irremovable,Color:Beige)

:Removable Clip (Color:Green)

1
2
3
4:Removable Clip (Color:Blue)
5
6

:Removable Clip (Color:Beige)

6:IEC #31& %41 Based on IEC Standard (0.6-+0.15/0)
9:LC &ML Based on LC Standard (0.9£0.1)
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@ Optimum optical performance
through Adamant high quality ferrules

@ Small form factor and high density
applications

45t/ Specifications )

MIEC 61754-20: Type LC connector(Z#E#lL

M Telcordia GR-326-CORE# s

WERA771/% : SM(9/125) .MM (50/125, 62.5/125)

W A% : =0.2dB, =0.1dB (APCH)

W 5HEFEE" - =55dB (SM), =70dB (APC), =30dB (MM)

N=| C—d0C ~ < " u .
M FREIE : —40C~+85C \7T—’5—:I—I~/Order|ng Codes)
WEELREM: =0.3dB(—40C~-+85C)
WP JE  E (PC,SM), # (APC) , X—¥ 2 (MM)
i FsX1ER Type Variants
. 0650 : LC-Simplex (SM,Blue) 0684 : LC-Dual Latch Duplex (SM,Blue)
B IEC 61754-20: Type LC connector

WBased t.Jn C yp 2448 :LC-Simplex (SM,Aqua) 2450 : LC-Dual Latch Duplex (SM,Aqua)
MTelcordia GR-326-CORE tested 0746 :LC-Simplex (APC,Green) 0745 : LC-Dual Latch Duplex (APC,Green)
WFiber types : SM (9/125) , MM (50/125, 62.5/125) 0651 :LC-Simplex (MM,Beige) 0744 - LC-Dual Latch Duplex (MMBeige)

) 0651-B : LC-Simplex with PB Sleeve (MM,Beige) 0744-B : LC-Dual Latch Duplex with PB Sleeve (MM,Beige)
Minsertion Loss* : <0.2dB, <0.1dB (APC) ) )

0386 :LC-Duplex (SM,Blue) 0740 : LC-Duplex with SC Foot print (SM,Blue)
M Return Loss* : >55dB (SM) , >70dB (APC) , >30dB (MM) 2449 :LC-Duplex (SM,Aqua) 0850 : LC-Duplex with SC Foot print (APC,Green)
M Operation Temperature : —40C~+85C 0879 :LC-Duplex (APC,Green) 2451 : LC-Duplex with SC Foot print (MM,Aqua)
. o . 0387 :LC-Duplex (MM,Beige) 0809 : LC-Duplex with SC Foot print (MM,Beige)
WTemperature Stability: <0.3dB (—40C~+85¢C) 0387-B : LC-Duplex with PB Sleeve (MM,Beige) 0809-B : LC-Duplex with SC Foot print with PB Sleeve (MM,Beige)
EMating Durability: <0.2dB (500times) 2426 :LC-Quad with SC Foot print (SM,Blue) 1990 : LC-Duplex with SC Foot print with Tab (SM,Blue)
M Housing Color : Blue (PC,SM), Green (APC), Beige (MM) 2453 :L.C-Quad with SC Foot print (SM,Aqua) 1991 LC-Duplex with SC Foot print with Tab (APC,Green)
*Tested against Master Connector 2427 :LC-Quad with SC Foot print (APC,Green) 1992 : LC-Duplex with SC Foot print with Tab (MM,Beige)
2428 :LC-Quad with SC Foot print (MM,Beige) 1993 : LC-Duplex with SC Foot print with Tab (MM,Aqua)

1995 :LC-Quad with SC Foot print with Tab (SM,Blue)
1996 :LC-Quad with SC Foot print with Tab (APC,Green)
1997 :LC-Quad with SC Foot print with Tab (MM,Beige)
1998 :LC-Quad with SC Foot print with Tab (MM,Aqua)
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Simplex Duplex with SC Foot print with Tab
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Quad with SC Foot print with Tab
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